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Warning!
Risk of electrical shock!

Safety instructions:

Connect to ERCO Axis control gears 
AC012001 or AC012002 or distributor only!
Use only with accessories as indicated on the 
product specification sheets!

Only North 
America: 

Mounting
positions: 

Number of
light heads: 

UL certified for cabinet use only!
Use only with class 2 power unit!

max. 2 *

*Sum of the supplied light head and 
 accessory light head(s)

max. 3 * max. 2 *
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Axis
Surface-mounted luminaire 

Mounting instructions
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Distributor 

Control gear

Caution
Check polarity
Max. 12 luminaires 
per control gear 

black red

black red

110-240V
Warning! Only for use with ERCO Axis 

control gears AC012001 or 
AC012002!

ERCO Axis Control gear
AC012001 or
AC012002
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120-277 V 
50-60 Hz
Protection class II / class2 

Axis light heads

Distributor 2 Distributor 1

Max. 12 light heads
per control gear!

Cable length
Control gear > last light head
max. 40 m (131 ft)

Sample wiring
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English
Always follow the instructions of all 
components used!

	Read the instructions carefully 
		  before installation and com- 
		  missioning!  

	Leave the instructions for 
		  users/customers for future 
		  reference!

General safety information
	 	Warning! Risk of electric shock!
			   Fire hazard! 
Never connect the luminaire to mains 
voltage or to other control gear or 
power supply units! 
- The luminaire is approved for con-
nection only to ERCO Axis control gear, 
article numbers AC012001/AC012002 or 
Axis distributors. 
- Other control gear may damage the 
LEDs or be damaged itself when align-
ing or changing a light head.
Attention!
- Do not expose the luminaire or light 
head to strong magnetic fields or vibra-
tions. These may impair the holding 
ability of the magnets.
- Avoid touching the lens with fingers – 
use gloves if necessary!

- When installing, always observe the 
national installation and accident pre-
vention regulations.

Intended use
- The luminaire consists of the mount-
ing plate and a light head magnetically 
attached to it. 
- The mounting plate is attached to a 
suitable plate. 
- For base mounting, a maximum of 
two additional light heads (Accessories) 
may be attached to one mounting plate. 
When mounting on ceilings or walls of a 
showcase, a maximum of one additional 
light head is possible. 
- The luminaire may only be installed 
and operated in dry, heated rooms. 
- The light head of the luminaire can 
only be fixed to the mounting plate!

Choosing the mounting location
- Axis luminaires have a cable length of 
1.00m – the control gear or distribu-
tor should therefore be installed in the 
appropriate proximity. With the 10.00m 
long connection cable (accessory), the 
control gear can also be installed in 
other places. 
- The main beam direction of the lumi-
naire is always in the opposite direc-
tion of the mounting of the luminaire, 
regardless of the mounting location. 

With e.g. ceiling mounting, this means 
towards the base of the showcase. 
- When selecting the mounting loca-
tion, ensure that the luminaire is not 
directly exposed to heat sources. 
- When determining the mounting 
location, observe the luminaire 
adjustment options indicated in the 
drawing (Fig. 3).

Installation
Drill a suitable hole and fasten the 
mounting plate with the enclosed 
fastening nut (Fig. 2). The seal prevents 
dust or moisture from entering the 
showcase. 

Electrical connection
- The Axis control gear assigned in the 
data sheet is hot-pluggable, meaning it 
can be connected or disconnected while 
the power supply is active.
- The Axis control gear is designed for 
simultaneous operation of a maximum 
of 12 light heads. If more light heads 
are connected, the luminaires may fail.
1. Connect the connection cable to the 
Axis distributor. You can also connect 
the luminaires directly to the Axis con-
trol gear; several luminaires must then 
be connected in series. 
2. When connecting, observe the cir-
cuit board labelling of the distributor 
(accessory).
3. Always observe the polarity:  
red = +; black = -.
4. Place the light head on the mounting 
plate; it is held in place by a magnet. 

Align luminaire
Turn and swivel the luminaire as shown 
in Fig. 3. 

Cleaning 
For cleaning purposes use only a high-
quality microfibre knitted cleaning 
cloth suitable for optical precision sys-
tems, e.g. Microweb UD-G.

Disposal
 In accordance with EU Directive 	

	  WEEE (Waste Electrical and Elec-
tronic Equipment), luminaires must not 
be disposed of with other household 
waste. At the end of their life, lumi-
naires must be taken to the appropriate 
local facility available for the disposal 
or recycling of electronic products.


